
JOB 050439 
HWY. 25 STR. & APPRS. (INDEPENDENCE CO.) (S) 

NOVEMBER 4, 2026 
 
Question: 
On Drwg. No. 69642, END OF GIRDER VIEW AT INTERMEDIATE BENT detail provides bearing 
insert plate dimensions of ½” x 1’-11” x 1’-9 ½”, and also says, “See Drwg. No. 69638”.  SIDE 
VIEW of bearing assembly on Drwg. No. 69638 indicates the bearing insert plate to be ½” x 1’-3” x 
1’-9 ½”.  Please advise which size is correct. 
 

Answer: 
½” x 1-11” x 1’-9 ½” is correct. This will be addressed via addendum. 
 
Question: 
If the bearing insert plate dimension provided on Drwg. No. 69638 is not correct, please provide 
desired stud layout for bearing insert plates. 
 

Answer: 
Maintain the 9” spacing between studs and adjust 3” on each side to 7”. This will be addressed via 
addendum. 
 

 
Question: 
Please provide desired stud size for bearing insert plates. 
 

Answer: 
The desired stud size is ½” dia. x 5” for bearing insert plates. This will be addressed via addendum. 



 

Question: 
Drwg. No. 69640 calls for ¾” x 3’-0” threaded rods.  Drwg. No. 69641 calls for ¾” x 3’-6” threaded 
rods.  Please clarify desired length. 
 

Answer: 
¾” x 3’-6” threaded rods is the desired length. This will be addressed via addendum.  


